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» Air condenser
type ACT CA0.5-CA1.0-CA1.3-CA1.9-CA2.5-CA3.0-CA3.8

Characteristics

The condenser is normally used for
fumes disposal coming from the co-
oking of slaughtering by-products.

The machinery is composed by a
case, realized in hot galvanized car-
bon steel and placed on support
units; inside the case there is a se-
ries of finned pipes in AlSI304 stain-
less steel.

The vapors, inserted through a col-
lector, pass from the cooker throu-
gh the pipes, then cooled by a series
of fans placed at the bottom of the
case. The open end of fans is pro-
tected by a fixed protection (mesh).

A collector positioned at the end of
the condenser conveys the vapors
within another series of finned pi-
pes that, thanks to heat exchange,
allow the exit of condensate throu-
gh an outlet collector.

Receiving hoppers Discontinuous cooker sterilizer Continuous cooler for meal
Conveyor belt with metal detector Continuous cooker Mixer

Shredder Continuous pre-heater Hammer mill

Bone crusher Continuous dryer Vibrating separator

Mincer Air and water condenser Solids and liquids storing silos
Elliptical rotor pump Continuous single screw press Electrical panel

Screw conveyor Continuous double screw press Scrubber system

Pneumatics conveyor Feather and bristle press Steam generator
Continuous/Discontinuous hydrolizer Line for blood coagulation Evaporators
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Technical data

A few technical capacity data and dimensional

A

In the present chart are indicated the standard dimensions of our condenser but, according to customer necessity,
it would be possible to realized specific versions.

Capacity (Kg/h) ~800 ~1500 ~2000 ~2500 ~4000 ~5000 ~600
Fans (n.) and Power (KW) 2x7,5 3x5,5 3x7,5 6x4 6x7,5 8x5,5 8x7,5
Amm 6500 8500 9500 9500 12200 12000 12000

Bmm 1700 1700 1700 2450 2300 2300 2450

Cmm 2000 2000 2000 2300 2500 2500 2450

The dimensions and datas are purely indicative. The constructor reserves itself the right to modify them, in case thecnical-functional needs require it.
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