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Tramoggia di ricezione

Nastro trasportatore con metal 
detector

Trituratore continuo

Frangiossa

Tritacarne

Elettropompa a rotore ellitico

Trasportatore a coclea

Gruppo propulsore pneumatico

Idrolizzatore continuo/discontinuo

Autoclave di cottura

Cuocitore continuo

Fusore-preriscaldatore continuo

Essiccatore continuo

Condensatori ad aria/acqua

Pressa continua monovite

Pressa continua doppia vite

Pressa spremitura piume e setole

Pressa cubettatrice

Raffreddatore continuo per farine

Miscelatore

Molino a martelli

Vibrosetaccio

Silos di stoccaggio per solidi e liquidi

Quadro elettrico automazione

Gruppo scrubber

Generatore di vapore

Concentratore

>> Nastro trasportatore con metal detector 

Il nastro trasportatore con metal detector è adatto all’impiego in 
campo alimentare, zootecnico, pet food e in generale in tutte quelle 
applicazioni ove necessita rilevare corpi estranei metallici, magnetici 
e amagnetici, dannosi al processo produttivo nonché alle macchine 
a valle dello stesso processo. Può essere assemblato secondo le 
richieste specifiche, per soddisfare le diverse applicazioni.
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Receiving hoppers
Conveyor belt with metal detector
Shredder
Bone crusher
Mincer
Elliptical rotor pump
Screw conveyor
Pneumatics conveyor
Continuous/Discontinuous hydrolizer

Discontinuous cooker sterilizer
Continuous cooker
Continuous pre-heater
Continuous dryer
Air and water condenser
Continuous single screw press
Continuous double screw press
Feather and bristle press
Line for blood coagulation

Continuous cooler for meal
Mixer
Hammer mill
Vibrating separator
Solids and liquids storing silos
Electrical panel
Scrubber system
Steam generator
Evaporators

» Continuous double screw press

     type ACT P2V300 - P2V400 - P2V400L - P2V500 - P2V600 - P2V700

Characteristics

Operations

ApplicationsOur company has developed a new 
double-screw pressing machinery 
to press the new material after it re-
aches an optimal temperature, with 
the following characteristic:

The process of product pressing is 
based on a progressive volume va-
riation in volume of the shaft.
In this way, the processed product 
will have a low percentage of hu-
midity and fat substances for the 
drying phase, with consequent hi-
gher performance of the production 
cycle and lower energy costs.

The double screw press is suitable 
for a wide range of fibre humid pro-
duct, among which vegetables, fish, 
slaughtering by-products.

• Variable hydraulic transmission sy-
stem with automatic control, which 
allows a variable production accor-
ding to quality and quantity of the 
product to process. This lead to ener-
gy saving, lower labour costs and a 
constant homogeneous output.
• Easiness of installation and re-
duction of maintenance costs thanks 
to the simplification of transmission 
mechanic organs.
• Strong structure and special steel 
grant long run perspective.
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The dimensions and datas are purely indicative. The constructor reserves itself the right to modify them, in case thecnical-functional needs require it.
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A few technical capacity data and dimensional

Technical data

L = discharge for liquid parts
S = discharge for solid parts

ACT P2V300 P2V400 P2V400L P2V500 P2V600 P2V700

Capacity (Kg/h) 3000 5000 5000 8000 14000 25000

Power (KW) 11 18,5 22 22 37 55

A mm 3500 4300 5100 5200 6200 7300

B mm 850 1100 1100 1360 1550 1730

C mm 1520 1800 1800 2250 2400 2600


