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Tramoggia di ricezione

Nastro trasportatore con metal 
detector

Trituratore continuo

Frangiossa

Tritacarne

Elettropompa a rotore ellitico

Trasportatore a coclea

Gruppo propulsore pneumatico

Idrolizzatore continuo/discontinuo

Autoclave di cottura

Cuocitore continuo

Fusore-preriscaldatore continuo

Essiccatore continuo

Condensatori ad aria/acqua

Pressa continua monovite

Pressa continua doppia vite

Pressa spremitura piume e setole

Pressa cubettatrice

Raffreddatore continuo per farine

Miscelatore

Molino a martelli

Vibrosetaccio

Silos di stoccaggio per solidi e liquidi

Quadro elettrico automazione

Gruppo scrubber

Generatore di vapore

Concentratore

>> Nastro trasportatore con metal detector 

Il nastro trasportatore con metal detector è adatto all’impiego in 
campo alimentare, zootecnico, pet food e in generale in tutte quelle 
applicazioni ove necessita rilevare corpi estranei metallici, magnetici 
e amagnetici, dannosi al processo produttivo nonché alle macchine 
a valle dello stesso processo. Può essere assemblato secondo le 
richieste specifiche, per soddisfare le diverse applicazioni.
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» Blood unit

Receiving hoppers
Conveyor belt with metal detector
Shredder
Bone crusher
Mincer
Elliptical rotor pump
Screw conveyor
Pneumatics conveyor
Continuous/Discontinuous hydrolizer

Discontinuous cooker sterilizer
Continuous cooker
Continuous pre-heater
Continuous dryer
Air and water condenser
Continuous single screw press
Continuous double screw press
Feather and bristle press
Blood unit

Continuous cooler for meal
Mixer
Hammer mill
Vibrating separator
Solids and liquids storing silos
Electrical panel
Scrubber system
Steam generator
Evaporators

For the processing of blood from animal slaughter 
Agricarnitec has developed a set of machinery and 
equipment to receive, prepare, separate, dry and 
store the raw materials.
The blood-coagulating unit is suitable for the coa-
gulation and sterilization of animal blood.
It performs continuous separation and drying of 
hemoglobin from the remaining liquid parts.

Main features
- Versatility: the amount of heat for heating the pro-
duct can be adjusted.
- Measurement and control instruments: ensure con-
tinuous monitoring of process parameters
- Hermetically sealed: to prevent external contami-
nation
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The dimensions and datas are purely indicative. The constructor reserves itself the right to modify them, in case thecnical-functional needs require it.
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A few technical capacity data and dimensional

Technical data

Line ACT KW Steam

Line 300 15 300

Line 500 20 500

Line 1000 40 1000

Line 2000 45 2000

Line 3000 70 3000

Process
The material is collected in a suitable refrigerated sto-
rage unit, equipped with an electric pump for its eva-
cuation. 
The material conveys through a hermetically sealed 
pipe to the direct steam coagulator-cooker, equipped 
with a thermoregulation system, where concentration 
of the hemoglobin in the liquid phase takes place.
Through a horizontal separator occurs the separation of 
hemoglobin into liquid and solid parts: the liquid part 
conveys to purification via an electric pump or canali-

zation, meanwhile the solid part is transferred to the 
continuous dryer.
Through a dehumidification process, the dryer will re-
duce most of the moisture contained in the product 
by drying it.
It is possible to obtain blood meal as final product by 
grinding the dried product. In this case the product is 
transferred to the hammer mill for granting a constant 
grain size, cooled continuously and stored in suitable 
silos or bags.


