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The conveyor belt with metal detector is used in many different industries, such
as food, meat, by-products, pet food and in all the cases in which it is necessary to
detect external metallic parts, both magnetic and amagnetic, which can damage the
producing process and the machinery composing it.

It can be design according to specific necessity, and for satisfying different applications.

Receiving hoppers

Conveyor belt with metal detector
Shredder

Bone crusher

Mincer

Elliptical rotor pump

Screw conveyor

Pneumatics conveyor
Continuous/Discontinuous hydrolizer

Discontinuous cooker sterilizer
Continuous cooker

Continuous pre-heater
Continuous dryer

Air and water condenser
Continuous single screw press
Continuous double screw press
Feather and bristle press

Line for blood coagulation

Continuous cooler for meal
Mixer

Hammer mill

Vibrating separator

Solids and liquids storing silos
Electrical panel

Scrubber system

Steam generator

Evaporators
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PLANTS FORTHE PROCESSING OF BY-PRODUCTS OF SLAUGHTER

Characteristics

« The peculiarity of this machinery rely in the alimentary
polyurethane belt, which is abrasion-resistant and su-
itable for transporting raw material even with cutting
pieces. Bones, horns and hooves do not compromise its
working process and duration.

«The convey surfaceis realized in high-density polythene
listels and the support shell is realized in stainless steel
AlISI 304.

Main advantages:

« Reliability. Control of product quality through the de-
tection of metal pieces - even ones not visible to naked
eye

« Security. Detection of metallic pieces and immediate

interruption of the processing line with the predisposition
of an expelling system complete of visual and acoustic
signal.

« Reduction of breakdown. Protection of the processing
machineries against external metallic parts contained in
the product, with consequent reduction of breakdowns,
maintenance activity and spare parts.

- Simplicity of operation: thanks to a calibrating switch it

is possible to reactivate the processing line (auto calibra-
tion)

« Flexibility. Reduced operating area and easiness in instal-
lation activities.
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