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Tramoggia di ricezione

Nastro trasportatore con metal 
detector

Trituratore continuo

Frangiossa

Tritacarne

Elettropompa a rotore ellitico

Trasportatore a coclea

Gruppo propulsore pneumatico

Idrolizzatore continuo/discontinuo

Autoclave di cottura

Cuocitore continuo

Fusore-preriscaldatore continuo

Essiccatore continuo

Condensatori ad aria/acqua

Pressa continua monovite

Pressa continua doppia vite

Pressa spremitura piume e setole

Pressa cubettatrice

Raffreddatore continuo per farine

Miscelatore

Molino a martelli

Vibrosetaccio

Silos di stoccaggio per solidi e liquidi

Quadro elettrico automazione

Gruppo scrubber

Generatore di vapore

Concentratore

>> Nastro trasportatore con metal detector 

Il nastro trasportatore con metal detector è adatto all’impiego in 
campo alimentare, zootecnico, pet food e in generale in tutte quelle 
applicazioni ove necessita rilevare corpi estranei metallici, magnetici 
e amagnetici, dannosi al processo produttivo nonché alle macchine 
a valle dello stesso processo. Può essere assemblato secondo le 
richieste specifiche, per soddisfare le diverse applicazioni.

PLANTS FOR THE PROCESSING OF BY-PRODUCTS OF SLAUGHTER

SANTINI & C. S.r.l.

www.agricarnitec.com

» Screw conveyor type ACT COU - COV

Receiving hoppers
Conveyor belt with metal detector
Shredder
Bone crusher
Mincer
Elliptical rotor pump
Screw conveyor
Pneumatics conveyor
Continuous/Discontinuous hydrolizer

Discontinuous cooker sterilizer
Continuous cooker
Continuous pre-heater
Continuous dryer
Air and water condenser
Continuous single screw press
Continuous double screw press
Feather and bristle press
Line for blood coagulation

Continuous cooler for meal
Mixer
Hammer mill
Vibrating separator
Solids and liquids storing silos
Electrical panel
Scrubber system
Steam generator
Evaporators

Characteristics Benefits
The screw conveyors U and V are 
manufactured in carbon steel (pain-
ted or galvanized) or stainless steel.  
Thanks to the modular system 
(TUS) is possible to realize cases of 
different sections and / or confi-
guration to meet any application. 
They are complete of an exhausting 
discharge, a transmission with a spe-
cialized compact gear motor, a spi-
ral with flanged to the end support. 
The spiral is supported by a coating 
with bars or liner, fixed to the bot-
tom of the cases, easily replaceable. 
Designed to work continuously, screw 
conveyors U and V play an important 
role in the transportation of slaughter 
by-products such as bones, hooves, 
heads and fats.

• Modular cases able to optimize diffe-
rent applications
• Specific section cases to get high effi-
ciency in transportation
• Low maintenance thanks to the solid 
configuration and dedicated transmis-
sion
• Easily sanitized due to modularity
• Finishes and processes specific to the 
sector
• Minimal residual

• Different types of ending supports 
with relative sealing groups
• Output discharge
• Modular bolted covers (loading mo-
dule
with discharge section)
• Protection grilles
• Hatches and overflow inspection
• Screw conveyor drainage systems
• Support and fixing saddles
• Washing nozzles

Accessories
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The dimensions and datas are purely indicative. The constructor reserves itself the right to modify them, in case thecnical-functional needs require it.
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A few technical capacity data and dimensional

Technical data

EFFICIENCY OF TRANSPORT
• Transport stability
• Driving propeller
• High sides
• Overload prevention

EASY MAINTENANCE!
• Simple substitution of the bottom
• No machinery disassembly

EXTRA HEAVY CONSTRUCTION
• High thickness propellers
• Internal tube without inter-
sections

Diameter
A B D L

U V U V U/V U/V

200 311 433 446 341 200x200 15.000

250 303 533 521 711 250x250 15.000

300 433 655 628 833 300x300 15.000

350 483 655 718 933 350x350 15.000

400 653 900 993 1255 500x500 15.000

500 653 900 993 1255 500x500 15.000
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